
Powerful and Compact 280-Watt Full Range Amplifier

The GX-A602 brings studio-quality audio to your car. With total peak power of 280 watts 

packaged inside a tiny footprint of just 2-1/16" (52mm) high, 8-1/8" (206mm) wide and 

7-13/16" (198mm) deep, the GX-A602 is compact but mighty. Supports 2-channel full 

range, high bass operation or bridged mono for a subwoofer.

Features
 Cast-aluminum heat sink

 Built-in electronic crossover networks

 Switchable bass boost

GX-A602
2-Channel Full Range Amplifier



What’s in the box:
1 GX-A602 amplifier

1 Owner’s manual

Product specifications:
 Number of Channels: 2 channels

 4-Ohm Power Output: 60W rms x 2, <1% THD+N

 2-Ohm Power Output: 85W rms x 2, <1% THD+N 

 Bridged Power Output: 170W x 1 into 4 ohms

 Total Peak Power Output: 280W

 Signal-to-Noise Ratio: 93dB (ref rated output @ 4 ohms)

 Frequency Response: 20Hz−20kHz ±1dB

 THD+N: <1%

 Input Sensitivity: 200mV−20V

 Bass Boost: Switchable, +12dB @ 45Hz

 Dimensions (L x W x H): 198mm x 206mm x 52mm (7-13/16" x 8-1/8" x 2-1/16")
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